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1.) THE CONTRACTOR SHALL NOTIFY THE METROPOLITAN AIRFORT AUTHORITY (MAA) AND ALL
UTILITY COMPANIES AT LEAST 48 HOURS PRIOR TO THE START OF CONSTRUCTION,
2.} THE CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE MAA AND THE INDIVIDUAL
TENANTS FOR ALL GATE CLOSURES.
3.) IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT ALL EXISTING
UTILITIES AND PAVED AREAS, INCLUDING ANY NOT SHOWN ON THESE DRAWINGS. THE
CONTRACTOR SHALL VERIFY ALL EXISTING UTILUTIES PRIOR TO CONSTRUCTION AND NOTIFY
THE ENGINEER IF ANY CONFLICTS WITH THE DRAWINGS OCCUR. ANY DAMAGE TO
EXISTING UTILITIES CAUSED BY TRENCHING AND GRADING OPERATIONS SHALL BE
REPAIRED AT THE CONTRACTOR'S EXPENSE. EXISTING UTILITY LOCATIONS SHOWN ON THE
DRAWINGS ARE APPROXIMATE.
4.) ALL DEBRIS RESULTING FROM CONSTRUCTION OPERATIONS SHALL BE PROPERLY DISPOSED
OF OFF—SITE. SUITABLE EXCESS EXCAVATED MATERIAL SHALL BE DISPOSED OF ON
AIRPORT PROPERTY AS DIRECTED BY THE ENGINEER.
5.) PROVIDE POSITIVE DRAINAGE AT ALL TIMES WITHIN THE CONSTRUCTION AREAS. DO NOT
ALLOW WATER TO POND OR TO DRAIN ONTO PRIVATE PROPERTY.
6.) EROSION CONTROL FEATURES AS NEEDED SHALL BE INCORPORATED INTO THE
CONSTRUCTION AT THE EARLIEST POSSIBLE MME TO LIMIT EROSION AND SHALL BE
MAINTAINED UNTIL ACCEPTANCE OF THE PROJECT BY THE AIRPORT,
7. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY IF_ANY DISCREPANCIES ARE
NCOUNTERED BETWEEN THE PLANS AND SPECIFICATIONS AND THE EXISTING FIELD
CONDI"ﬂONS
8) THE FINAL TOP 4" OF SOIL IN ANY AREA DISTURBED BY THE CONTRACTOR THAT IS NOT
PAVED AS PART OF THIS PROJECT SHALL BE CAPABLE OF SUPPORTING VEGETATION.
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